
Single Row Tapered Roller Bearings in
inch sizes



The single row tapered roller bearings have one row of tapered rollers resting on the
guiding rib of the inner ring with their functional faces. Due to the great number of
tapered rollers, these bearings have a high load rating capacity in the radial as well
as axial directions. The axial load carrying capacity depends on the contact angle
magnitude. The arrangement with single row tapered roller bearings is usually
formed by a bearing pair. A single bearing can carry the axial load only in one
direction. The bearings are separable. The inner ring (cone) with tapered rollers and
a cage is one assembly unit. The outer ring (cup) is the other assembly unit. The
single row tapered roller bearings are manufactured in metric dimensions as well as
in inch dimensions.
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Dimensions

Bearing designation

Basic load rating Fatigue
load limit

Dimensions of assembly
rounding Massdynamic static

d d D D B B C C T T Cr Cr Cor Cor Cu Cu r1s r1s r2s r2s

mm inch mm inch mm inch mm inch mm inch kN lbs kN lbs mm inch mm inch kg lbs

15.875 0.6250 42.863 1.6875 14.288 0.5625 9.525 0.3750 14.288 0.5625 K-11590/K-11520 17.3 3 889 18.6 4 181 2.3 517 1.5 0.059 1.5 0.059 0.063 0.14

16.000 0.6299 47.000 1.8504 21.000 0.8268 16.000 0.6299 21.000 0.8268 K-HM81649/K-HM81610 36.9 8295 40.6 9127 5.0 1124 1.0 0.039 2.0 0.079 0.199 0.439

17.462 0.6875 39.878 1.5700 14.605 0.5750 10.670 0.4201 13.843 0.5450 K-LM11749/K-LM11710 22.9 5 160 23.4 5 260 2.8 629 1.27 0.05 1.27 0.05 0.081 0.18

19.050 0.7500 45.237 1.7810 16.637 0.6550 12.065 0.4750 15.494 0.6100 K-LM11949/K-LM11910 25.6 5 755 26.6 5 980 3.2 719 1.27 0.05 1.27 0.05 0.124 0.27

21.986 0.8656 45.237 1.7810 16.637 0.6550 12.065 0.4750 15.494 0.6100 K-LM12749/K-LM12710 28.7 6452 29.9 6722 3.6 809 1.27 0.05 1.27 0.05 0.116 0.26

25.400 1.0000 50.292 1.9800 14.732 0.5800 10.668 0.4200 14.224 0.5600 K-L44643/K-L44610 24.6 5 530 28.7 6 452 3.5 787 1.27 0.05 1.27 0.05 0.125 0.27

26.988 1.0625 50.292 1.9800 14.732 0.5800 10.668 0.4200 14.224 0.5600 K-L44649/K-L44610 24.6 5 530 28.7 6 452 3.5 787 3.68 0.14 1.27 0.05 0.115 0.25

29.000 1.1417 50.292 1.9800 14.732 0.5800 10.668 0.4200 14.224 0.5600 K-L45449/K-L45410 25.6 5 755 33.5 7 531 4.1 922 3.68 0.14 1.27 0.05 0.114 0.25

30.162 1.1875 64.292 2.5312 21.433 0.8438 16.670 0.6563 21.433 0.8438 K-M86649/K-M86610 44.7 10050 59.6 13400 7.3 1641 1.57 0.0618 1.57 0.0618 0.341 0.75

31.750 1.2500 59.131 2.3280 16.764 0.6600 11.811 0.4650 15.875 0.6250 K-LM67048/K-LM67010 31.6 7104 38.3 8610 4.7 1056 4.75 0.1870 1.27 0.05 0.179 0.41

31.750 1.2500 62.000 2.4409 19.050 0.7500 14.288 0.5625 18.161 0.7150 K-15123/K-15245 46.8 10500 53.9 12100 6.5 1461 4.75 0.1870 2.5 0.1 0.243 0.51

34.925 1.3750 65.088 2.5625 18.288 0.7200 13.970 0.5500 18.034 0.7100 K-LM48548/K-LM48510 43.0 9667 53.1 11937 6.5 1461 4.75 0.1870 1.27 0.05 0.249 0.55

34.925 1.3750 73.025 2.8750 24.608 0.9688 19.050 0.7500 23.813 0.9375 PLC65-3 57.3 12882 76.4 17175 9.3 2091 3.56 0.1402 2.36 0.0929 0.495 1.09

35.000 1.3780 60.000 2.3622 16.764 0.6600 11.938 0.4700 15.875 0.6250 K-L68149/K-L68111 31.6 7104 42.2 9487 5.1 1146 4.75 0.1870 1.27 0.05 0.174 0.40

38.000 1.4961 63.000 2.4803 17.000 0.6693 13.500 0.5315 17.100 0.6793 K-JL69349/K-JL69310 43.5 9600 58.2 13100 7.1 1596 1.5 0.0591 1.27 0.05 0.196 0.43

38.100 1.5000 65.088 2.5625 18.288 0.7200 13.970 0.5500 18.034 0.7100 K-LM29749/K-LM29710 49.2 11
061 60.7 13

646 7.4 1
663 2.30 0.0906 1.10 0.0433 0.240 0.53

39.688 1.5625 80.167 3.1562 30.391 1.1965 29.370 1.1563 29.370 1.1563 K-3386/K-3320 81.0 18
210 104.0 23

380 13.0 2
922 0.80 0.031 3.20 0.126 0.704 1.55

40.000 1.5787 80.000 3.1496 22.403 0.8820 17.826 0.7018 21.000 0.8268 K-344A/K-322 70.8 15
916 73.6 16

546 9.0 2
023 0.80 0.031 1.30 0.051 0.514 1.14

40.100 1.5787 67.975 2.6762 18.000 0.7087 13.500 0.5315 17.500 0.6890 K-LM300849/K-LM300811 47.3 10
633 59.6 13

400 7.3 1
641 3.60 0.142 1.50 0.059 0.230 0.51

44.450 1.7500 83.058 3.2700 25.400 1.0000 19.050 0.7500 23.813 0.9375 K-25580/K-25521 59.6 13
400 87.4 19

650 11.0 2
473 5.23 0.20 2.5 0.1 0.572 1.21

45.242 1.7812 77.788 3.0625 19.842 0.7812 15.800 0.6220 19.842 0.7812 K-LM603049/K-LM603011 59.6 13
400 77.9 17

513 9.5 2
136 1.0 0.039 1.0 0.039 0.378 0.84

50.000 1.9685 82.000 3.2283 21.500 0.8465 17.000 0.6693 21.500 0.8465 K-JLM104948/K-JLM104910 75.2 16
906 104.0 23

380 13.0 2
922 3.0 0.118 0.5 0.020 0.410 0.91

50.800 2.0000 101.600 4.0000 36.068 1.4200 29.988 1.1806 34.925 1.3750 K-529/K-522 123.0 27
652 162.0 36

420 20.2 4
541 0.80 0.031 3.20 0.126 1.22 2.69

57.150 2.2500 127.000 5.0000 44.450 1.7500 34.925 1.3750 44.450 1.7500 K-65225/K-65500 228.0 51
256 276.0 62

047 34.5 7
756 3.5 0.138 3.3 0.130 2.79 6.15

65.000 2.5591 110.000 4.3307 28.000 1.1024 22.500 0.8858 28.000 1.1024 K-JM511946/K-JM511910 133.0 29
900 188.0 42

264 23.5 5
283 3.0 0.118 2.5 0.098 1.05 2.32

75.000 2.9528 115.000 4.5276 25.000 0.9843 19.000 0.7480 25.000 0.9843 K-JLM714149/K-JLM714110 104.0 23
380 158.0 35

520 19.7 4
429 5.0 0.197 2.5 0.098 0.955 2.11

88.900 3.5000 152.400 6.0000 39.688 1.5625 30.162 1.1875 39.688 1.5625 K-HM518445/K-HM518410 230.0 51
706 344.0 77

334 42.4 9
532 6.4 0.252 3.3 0.130 2.88 6.35

89.974 3.5423 146.975 5.7864 40.000 1.5748 32.500 1.2795 40.000 1.5748 K-HM218248/K-HM218210 243.0 54
630 365.0 82

055 44.5 10
004 7.0 0.276 3.5 0.138 2.59 5.71

90.000 3.5433 145.000 5.7087 34.000 1.3386 27.000 1.0630 35.000 1.3780 K-JM718149/K-JM718110 213.0 47
884 315.0 70

815 38.8 8
722 6.0 0.236 2.5 0.098 2.15 4.74

146.050 5.7500 193.675 7.6250 28.575 1.1250 23.020 0.9063 28.575 1.1250 K-36691/K-36620 181.0 40
690 390.0 87

675 44.5 10
004 5.8 0.228 1.5 0.059 2.31 5.10
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